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THE KEY

UL RANGE

UC RANGE

UCG RANGE

UHR RANGE

UXL RANGE

UFT RANGE

UZS RANGE

AWAITING
IMAGE

15 Years
20HR (5.15A,1.75V) 10HR (10A,1.75V) 5HR (16.5A,1.75V) 1HR (62A,1.75V)

40oC 25oC 0oC -15oC
102%

Cycle Use
14.4-15V (-30mV/C), max. Current: 25A

Float Use
13.6-13.8V (-20mV/C)

100% 85% 65%

103AH 100AH 82.5AH 62AH
Length Width Height Total Height
330mm 172mm 222mm 222mm

350 240 175 105 66.0 27.3 13.2 10.6 5.27
315 219 170 102 65.9 27.2 13.0 10.4 5.25
299 211 164 100 65.7 27.2 12.9 10.4 5.25
266 195 155 98.0 65.0 27.0 12.7 10.2 5.23
240 181 148 95.0 64.2 26.9 12.4 10.0 5.04
182 149 128 87.4 63.5 26.8 12.2 9.83 4.94

577 398 310 198 130 52.4 26.6 21.4 10.5
547 393 307 194 126 52.4 26.2 21.1 10.5
511 383 302 189 122 52.4 26.0 20.9 10.5
476 358 284 184 121 51.6 25.6 20.6 10.5
427 333 267 179 119 50.9 25.1 20.2 10.1
342 276 233 164 118 50.7 24.7 19.9 9.87

UCG 100 - 12

31.6Kg
Fully Charged at 25oC 0.005 Ohm

3% of capacity declined per month at 25oC 

UCG 100 - 12
AGM GEL
12V 100AH

UCG 100 - 12
AGM GEL
12V 100AH

Terminal Type

Dimensions

Specifications

Constant Current Discharge Ratings - amperes at 25oC

Relationship of OCV and state of charge

Charge Characteristic Discharge Characteristic 25oC

Constant Power Discharge Ratings - watts at 25oC

Construction

Life Expectancy Cycle Use:

100% depth of discharge 350 cycles

80% depth of discharge 600 cycles

50% depth of discharge 900 cycles

30% depth of discharge 1500 cycles

20% depth of discharge 1700 cycles
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